Product data sheet
Characteristics

LV429385

shunt trip voltage release MX - 48 V - 50/60Hz

20-240V/50-60HZ
%E@-??.‘-V.-&G-BE Hz
10 VA
MXISHT
c1{ _-&2
PO7361

Main

Device short name

MX

Product or component type

Device application

Voltage release

Control

Range compatibility

Easypact CVS
PowerPact Multistandard
Compact NSX

Voltage release type

Shunt trip release

[Uc] control circuit voltage 48V AC

Complementary

Control signal type Impulse
Maintained

Impulse duration >=20 ms

Threshold tripping voltage

0.7...1.1 x Un - during opening time

Supply inrush power 30 W
Mounting mode Fixed
Response time 50 ms

Auxiliary connection terminal

Screw terminal 0...1.5 mm?

Offer Sustainability

Sustainable offer status

Green Premium product

RoHS (date code: YYWW)

Compliant - since 0819 - Schneider Electric declaration of conformity

@Schneider Electric declaration of conformity

REACh

Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile

Available

@Product Environmental Profile

Product end of life instructions

Need no specific recycling operations
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=848826&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=848826&lang=en-us
http://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP111251EN

Contractual warranty

Warranty period

18 months




